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1、描述/SCOPE: 

本规格书适应 SPSW12-12V/1000mA 型号的开关电源。 

      The purpose of the document is to specify the functional requirements of a12.0W switching power supply. 

2、输入特性/INPUT CHARACTERISTICS: 

   2.1 输入电压/Input Voltage: 

额定电压/Rated Voltage:100～240Vac 

调整范围/Variation Range:90-264Vac 

2.2 输入频率/Input Frequency: 

额定频率/ Rated Frequency: 50/60Hz. 

调整频率/Variation Frequency:47-63Hz 

 2.3 输入电流/Input Current: 

            当输入交流电压为额定值的下限电压负载满载时,最大输入交流电流 0.4A.  

0.4Amps max At any input voltage and rated, DC output rated load. 

2.4 AC 漏电流/Ac Leakage Current: 

 

当输入电压 264Vac 时,最大漏电流为 0.25mA 

0.25mA Max.At264Vac input 

 

 

 

 

 

 

 

 

 

 

 

 

 

50/60Hz. 

 Frequency:47-63Hz 

 2.3 输入电流/Input Current: 

            当输入交流电压为额定值的下限电压负载满载时,最大输入交流电流 0.4A.  

0.4Amps max At any input voltage and rated, DC output rated load. 

2.4 AC 漏电流/Ac Leakage Current: 

当输入电压 264Vac 时,最大漏电流为 0.25mA 

0.25mA Max.At264Vac input 
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6.4 EMI 标准/EMI STANDARD 

测试符合/Meets the Limits of  

<1>. EN55032 class B rules  

7、结构参数/MECHANICAL REQUIREMENT: 

7.1 外壳/Enclosure: 

外壳尺寸: L69 x W27 x H38mm; 

The power supply size: L69 x W27 x H38mm;; 
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 8、外形尺寸/OUTLINE DIMENSION: 
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   9. 铭牌标签/LABEL: 
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10、包装说明/PACKING STEP: 
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型号/MODEL： 

单位/UNIT： 毫米/mm 

SPSW12 

日期/DATE 2020.10.7 

设计/Design 

审核/Examine 

1  PE 袋/ PE bag: 

          长/ Length:170mm 

          宽/ Width:120mm 

2  内盒/ Inner box: 

           长/ Length:85mm 

           宽/ Width:52mm 

           高/ Height:75mm    

Ruan Xian Chen 

LiJin 

Goodex Switching Power Supply 

E 

1 2 3 4 5 6 

1  PE 袋/ PE bag: 

          长/ Length:170mm 

          宽/ Width:120mm

2  内盒/ Inner box: 

           长/ Length:85mm 

           宽/ Width:52mm 

           高/ Height:75mm    
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Goodex Switching Power Supply 

型号/MODEL： 

单位/UNIT： 毫米/mm 

SPSW12 

日期/DATE 2020.10.7 

设计/Design 

审核/Examine 

Packing request: 

Packaging 

Outside box:450L*285W*320H 

Quantlty:100PCS/CTN 

 

 

Remarks:  

1. Firstly, put the product into PE bag according to the picture “A/B”. 

2. After finishing the first step, then put the product into inner box according to 

the picture “C”. 

3. Then put the product into outer carton. 

4. When packing finished, then seals the carton and labels the mark. 

5. Through the QA inspection, the products can be shipped 
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Packing request: 

Outside box:450L*285W*320H 

Quantlty:100PCS/CTN 

Remarks:  

1. Firstly, put the product into PE bag according to the picture “

2. After finishing the first step, then put the product into inner

the picture “C”. 

3. Then put the product into outer carton. 

4. When packing finished, then seals the carton and labels the mar

5. Through the QA inspection, the products can be shipped 




